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INTRODUCTION 

At a time when quality and service appear to be overlooked in favor of dollars and cents by many of our 

competitors, Labs USA has chosen to follow the old adage, "If it isn't broken, don't fix it". We at Labs USA feel 

that the direction our competitors are taking is not in your best interest. Therefore, we will continue to 

manufacture exclusively in the USA, maintaining the high quality, maximum flexibility and component 

interchangeability that have always been associated with Labs USA for the past 34 years. The largest benefit 

to our valued customers is that this is all available while maintaining a pricing structure second to none. 

Our standard 16 color selection, free design service and over 500 unit matrix allows you, the customer, to 

create a custom laboratory to fit your every need. 

Our motto is simple: "Quality of product and service to our customer base creates new customers". Proudly 
manufacturing in the USA, we at Labs USA are confident that we can meet your laboratory requirements, big 

or small, as we have for these facilities: 

BIOSEEK 

S. San Francisco, CA

McGUIRE AIR FORCE BASE 

Wrightstown, New Jersey 

DFB PHARMACEUTICALS 

Dallas, Texas 

BOSTON MEDICAL CENTER 
Boston, Massachusetts 

YORK COLLEGE 

York, Pennsylvania & Queens, New York 

SAN JUAN MUNICIPAL HOSPITAL 

Rio Piedras, Puerto Rico 

INTERTEK TESTING SERVICES/CALEB BRETT 

AR, CA, CT, FL, GA, IL, LA, MD, NC, NJ, PA, TX, VA 

DuPONT 

Wilmington, Delaware 

NEW YORK MEDICAL COLLEGE 
Valhalla, New York 

UNIVERSITY of CALIFORNIA 

Los Angeles, California 

STANBIO LABORATORIES 

Boerne, Texas 

MONSANTO 

Maui, Hawaii 

FRONTAGE LABORATORIES 

Malvern, Pennsylvania 

U.S. COAST GUARD 
Cape May, New Jersey 

GARRETT COUNTY MEMORIAL HOSPITAL 

Oakland, Maryland 

DPT LABORATORIES 

San Antonio, TX & Lakewood, NJ 

ARYX THERAPEUTICS 

San Jose, California 

CITY UNIVERSITY of NEW YORK 

Queens, Lehman, City, Brooklyn, & Hunter Colleges 

• 

PRINCETON UNIVERSITY 

Princeton, New Jersey 

L'OREAL USA 

Westfield, New Jersey 

GENEWIZ 
South Plainfield, New Jersey 

UNIVERSITY OF RHODE ISLAND 

Kingston, Rhode Island 

GIVAUDAN-ROURE 

Clifton, New Jersey 

VAMC 

Allentown, PA & San Antonio, TX 

IONICS, Inc. 

Watertown, Massachusetts 

MIAMI-DADE COMMUNITY COLLEGE 
Miami, Florida 

ROOSEVELT HOSPITAL 

Guatemala City, Guatemala 

FRIENDS CENTRAL SCHOOL 

Philadelphia, Pennsylvania 

FORT SAM HOUSTON 

San Antonio, Texas 

FEDERAL CORRECTIONAL INSTITUTE 

Beckley, West Virginia 

COMERIO HEALTH CENTER 
Comerio, Puerto Rico 

NOVARTIS PHARMACEUTICALS 

East Hanover, NJ & Emeryville, CA 

J.C. VENTER SCIENCE FOUNDATION

Rockville, Maryland 

GILEAD 

Foster City, CA 

*Front Cover Photos (top to bottom): Aryx Therapeutics, CA; St. Mary's Med. Ctr., PA; lntertek, LA; Frontage Labs, PA; 
*Back Cover Photos (top to bottom): IFF Labs, NJ; York College, NY; Friends Central School, PA; Princeton Univ., NJ 

Labs USA Laboratory Casework Systems www.Labs-USA.com 
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CABINET SPECIFICATIONS - SHORT FORM

1. MATERIALS:

A. Cold rolled sheet steel.

2. GAUGES
14 Drawer Suspensions, Corner Gussets
16 Legs
18 Cabinet Body, Doors, Shelves, Top Front and Intermediate Rails, Table Aprons and

Frames, Kneespace Drawers
20 Drawer Front, Slope Tops
22 Drawer Body, Drawer Back, Drawer Inside front, Fillers, Panels

3. CONSTRUCTION

A. All steel, flush front construction. Cabinets are integrally welded with interchangeable
doors and drawers.

B. Base Cabinets: Sides, bottom, back, and front crosspiece spot-welded together, then
gas welded at front corners and ground smooth for painting. Backs have rear access
panels foraccess to plumbing. Bottom has access holes (with caps) for access to leg
levelers. Integral base creates a toe space 4” high x 3” deep. Double width base
cabinets to have center upright 1" wide welded into place, except for open cabinets and
cabinets with full width drawers.

1. Drawers: Constructed with four pieces: drawer body, drawer back, inside front, and
drawer front. All of which are to be spot-welded into one integral piece, with drawer
front to be fastened on using sheet metal screws for easy removal when installing
locks. Both inside front and back are spot-welded into drawer body with flanges of
inside front and flanges of back welded flush to raw edges of front and rear of body.
Adhesive mounted honeycomb sound deadening material to be placed into drawer
front.

2. Doors to be double pan construction with both inside and outside door welded to
create one integral rigid piece.

3. Adjustable shelves are formed with flanges on all sides with returns on front and
back of shelf. Shelves over 36” in width to have 18-gauge reinforcing channel spot
welded to underside of shelf.

C. Wall Units: Wall units are available in four different heights: 24”, 30", 36", and 48”.

1. Top, sides and bottom spot welded to form one integral unit. Back is provided with
slottage for adjustable shelf clips on 1/2” centers.

2. Doors to be double pan construction with both inside and outside door welded to
create one integral rigid piece

3. Glass doors to be double-panel, reinforced frame, metal construction same as
above. Glass is 1/4" thick, set and held in place in a resilient glazing channel. Sliding
doors will operate on nylon rollers suspended from the extruded aluminum track at
the top of the door, with a center guide at the bottom. Sliding doors have recessed
aluminum door pulls and glass stop on inside. Rubber channels used to cushion
glass in glazed doors shall be a neoprene rubber extrusion.
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CABINET SPECIFICATIONS - SHORT FORM

D. Freestanding units: Top, sides and bottom spot welded to form one integral unit with
flush base. All specifications typical of wall units except the following:

1. Two side angles of 16-gauge steel are required, spot-welded to the inside bottom of
each side. One 18-gauge angle to be spot-welded onto bottom of back and one 16-
gauge angle to be spot-welded onto top of back for rigidity.

E. Table Frames/Apron: Table aprons to be 3-3/4" high, ‘C’ channel shape. Leg pockets to
be 16-gauge cold rolled steel, spot-welded into each corner.

1. Standard legs are to be H-leg design, manufactured with 16-gauge 2" x 2" tubing
and 18-gauge spreader to weld both legs together. Each leg has 3/8" - 16 levelers,
adjustable to 1” in height. Legs are bolted into leg pockets with 1/4" - 20 bolts. Leg
shoes to be provided on table legs to conceal shims or leveling devices. Shoes shall
be black vinyl and coved at bottom. Use of a leg shoe that does not conceal leveling
device will not be acceptable

F. Kneespace Drawers: Drawers are standard half height drawers. Drawer housing to be
manufactured with two sides 3-3/4" high with front to have flange with return for drawer
roller. Back to be spot-welded to inside of unit between rear of sides. 36" and 48"
double drawer units to be assembled with two single units welded together with front
bottom stiffener and rear 16-gauge stiffener. Drawer ends available to extend the width
of drawer unit. Ends are typical of an apron half in formation and gas-welded in place in
front and back of drawer unit. When using H-legs on a drawer end, the smallest end
possible is 4" to accommodate leg pockets.

G. Kneespace Panels, Fillers & Slope Tops: All panels and fillers to be fabricated out of
22-gauge cold rolled steel. All spring clips used for mounting to cabinets and/or wall are
18-gauge galvanic material. Mounting flanges on all panels and fillers are 1-1/2" long
typical.

1. Adjustable kneespace panels accommodate the width of the opening and are
formed with mounting flanges. Panels are fabricated in various standard heights to
fit most openings.

2. Front base fillers are fabricated with a 4" high x 3” deep toe space at bottom to
match base cabinet profile. Rear base fillers are fabricated the same but without toe
base for side applications. Corner toe space fillers are 4" x 4" high to close off the
toe space area between base cabinets in 90° corners.

3. Sloping tops are formed with a 30° slope. Straight [soffit] panels are available upon
request.

H. Hardware:

1. Drawer and door pulls to be are aluminum wire pulls with 4” centers. Sliding door
pulls are recessed.

2. Base unit hinges to be stainless steel, institutional type with a five-knuckle, bullet-
type barrel. Hinges shall be attached to both door and case with heavy steel screws
through each leaf. Welding to doors or case is not acceptable.
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CABINET SPECIFICATIONS - SHORT FORM

3. Door catches to be nylon roller catch type. Use of an active knob and up-and-down
bolt assembly will be acceptable only on such special units as solvent storage
cabinets or metal floor cases; doors on such units will be locking type.

4. Shelf clips for adjustable shelves shall be nickel-plated steel. A channel shall be
provided to support the half-depth shelves.

5. Sink supports shall be of the hanger type, suspended from the top side horizontal 1-
1/2” Unistrut rails of the cabinets by four (4) 1/4" rods, threaded at the bottom and
offset 1/4" at top to hang from full-length support angles at side rails.

4. TRIM

A. Base molding to be black vinyl, sufficiently pliable to permit cementing tightly against
cabinet base and floor line to provide a watertight seal. Molding shall be coved at
bottom, 4" high and shall be applied continuously around base of cabinets and cases
after installation and leveling to cover any shims and to effect floor seal.

5. FINISH

A. A multi-step finishing process is used to prepare cabinets for painting.

1. Phosphatizing Process:The units shall be given a pre-paint treatment to ensure
excellent paint adhesion and to aid in the prevention of corrosion. Complete cleaning
of the metal shall be accomplished by the use of an alkaline cleaner to remove oil,
grease and soil. The units shall be rinsed, followed by the application of a phosphate
coating to transform the metal surface into a new, non-metallic and conductive
surface. The phosphate treated parts shall be rinsed in cold water.

The units shall have all unreacted chemical removed in a chromic acid seal
treatment. The completely treated units shall be placed in dry-off oven at high
temperature for five (5) minutes to dry the work and stabilize the complete
phosphate treatment.

2. Painting Process: Following the phosphate treatment, a full powder coating of
specially formulated acrylic finish shall be applied and baked on at high temperature
for fifteen (15) minutes, then cooled to produce optimum coating properties.

3. Colors: 16 Standard colors available:

*Custom colors or color matching is available upon request.

Code Name Code Name

A Champagne J Stone Gray

B Black L French Gray

C Fawn Beige M MacBick Beige

D Velvet Beige O Rio Blue

F Bankers Gray V Navy Blue

G Desert Sage W Federal Blue

H Arctic Blue Y Burgundy

I Model Gray Z Wedgewood Blue
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Cabinet Assembly/Dimensions

Clear Inside Drawer Dimensions: Clear Inside Cupboard Dimensions
Typical Depth 18-1/8” (Front to Back) Typical Depth 20-7/8” (Front to Back)
3-5/8”H Drawer 2-7/8” High Full Height 29”
7-1/4”H Drawer 6-1/2” High 2 Drawer Height 14-1/2”
14-1/2”H Drawer 13-3/4” High 3 Drawer Height 21-3/4”
18”W Cabinet 14-3/4” Wide 18”W Cabinet 14-5/8” Total Inside; 17-7/8” Clear Inside
24”W Cabinet 20-3/4” Wide 24”W Cabinet 20-5/8” Total Inside; 23-7/8” Clear Inside
35”W Cabinet 31-3/4” Wide for full width

drawer or (2) at 14-3/4”
35”W Cabinet 31-5/8” Total Inside (Upright Removed); 34-7/8” Clear Inside

Single Door Combo Unit 14-5/8” Total Inside
47”W Cabinet 43-3/4” Wide for full width

drawer or (2) at 20-3/4”
47”W Cabinet 43-5/8” Total Inside (Upright Removed); 46-7/8” Clear Inside

Single Door Combo Unit 20-5/8” Total Inside
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Each Lazy Susan set includes two 24” Plastic Polymer
“Dependently-Rotating Shelves” (both shelves move at
the same time) and telescoping chrome-plated steel
center post.
*For use with Corner Base Unit Models 7171/7471 only.

Model REV-6012-24-A = Lazy Susan in Almond
Model REV-6012-24-W = Lazy Susan in White
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Laboratory Accessories
Service Fixtures - Pre-Rinse Units
PR411
Deck Mounted

Application: Deck mounted pre-rinse unit for hot and cold water.
Body: Cast brass with polished chrome plated finish.
Valve Units: WaterSaver self-contained renewable units with
replaceable stainless steel seats and integral check valves. Check
valves prevent cross-mixing of hot and cold water.
Handles: Forged brass four-arm handles with color-coded index
discs.
Pre-Rinse Assembly: Self-closing squeeze valve with rubber-bound
spray head, insulated handle and locking ring. Valve is mounted on
spring loaded 39” stainless steel hose.
Inlet: 1 3/16” male shank with (2) 1/2” OD slipjoint connections.
Furnished complete with locknut, washer and inlet fittings.
ADDITIONAL MODEL

PR611 Same as above except for use with cold water only.

OPTIONS for Pre-Rinse Units

Handles: 4” Wrist blade handle in place of four-
arm handle (add suffix “BH”). Lever handle in
place of four-arm handle “(add suffix “LE”).

PR1711WS
Panel Mounted

Application: Panel mounted pre-rinse unit for hot and cold water.
Body: Cast brass with polished chrome plated finish.
Valve Units: WaterSaver self-contained renewable units with
replaceable stainless steel seats and integral check valves. Check
valves prevent cross-mixing of hot and cold water.
Handles: Forged brass four-arm handles with color-coded index
discs.
Pre-Rinse Assembly: Self-closing squeeze valve with rubber-bound
spray head, insulated handle and locking ring. Valve is mounted on
spring loaded 39” stainless steel hose.
Inlet: 3/8” IPS female union inlets. Furnished complete with
mounting shanks, locknuts and washers. If mounting shanks are to
be assembled, use suffix “WSA”.

PR1020
Deck Mounted

Application: Deck mounted pre-rinse spray unit. May be connected
directly to cold or tempered water supply or used with a foot-
operated valve (see page 54).
Spray Head: Chrome plated forged brass spray-type outlet head with
rubber collar.
Valve : Chrome plated forged brass squeeze valve with insulated
handle and locking ring.
Hose: 8 ft. reinforced PVC hose. 300 PSI maximum rated working
pressure.
Mounting: Nylon deck flange for countertop mounting.
Inlet: 3/8” IPS male swivel-type inlet.
ADDITIONAL MODEL

PR1020FSH Same as above except with 8 ft. stainless steel hose.

Vacuum Breaker: L110 in-line vacuum breaker installed
between squeeze valve and spray head (add suffix “110”).
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Laboratory Accessories
Service Fixtures - Accessories and Components

MOUNTING FITTINGS

BI131 Deck mounted turret
base. 3/8” IPS female inlet,
single 3/8” IPS female outlet.
BI132A Same as above except
with two outlets at 90 degrees.
BI132S Same as above except
with two outlets at 180 degrees.
BI133 Same as above except
with three outlets.
BI134 Same as above except
with four outlets.

BI158 Panel mounted flange. 3/8”
IPS female inlet and outlet.

BI176 Deck mounted tall turret
base. 3/8” IPS female inlet, single
3/8” IPS female outlet.
BI176-2A Same as above except
with two outlets at 90 degrees.
BI176-2S Same as above except
with two outlets at 180 degrees.
BI176-3 Same as above except
with three outlets.
BI176-4 Same as above except
with four outlets.

BI141 Panel mounted wye fitting.
3/8” IPS female inlet, two 3/8” IPS
female outlets at 90 degrees.

BI136-02-08R Mounting shank with
locknut and washer. 3/8” IPS x 2 1/2”L.
BI136-03-08R Same as above except
3 1/2”L.
BI136-04R Same as above except 4”L.
BI136-06R Same as above except 6”L.

VACUUM BREAKERS

L100 Atmospheric vacuum
breaker. 3/8” IPS female inlet
and outlet.
L101 Same as above except
with 1/2” IPS female inlet and
outlet.

L108 Dual check backflow
preventer. For continuous
pressure applications. 3/8” IPS
female inlet and outlet.

L110 Dual check vacuum
breaker. 3/8” IPS male inlet,
3/8” IPS female outlet.

L102 Atmospheric vacuum breaker for panel or wall
mounting. 1/2” IPS female inlet and outlet.
L102WSA Same as above except with mounting shanks,
locknuts and washers.
L112 Atmospheric vacuum breaker for panel or wall
mounting. 3/8” IPS female inlet and outlet.
L112WSA Same as above except with mounting shanks,
locknuts and washers.
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APPLICATIONS: Higher Education; Industrial; Private Research

The Eliminator HP SERIES: High Performance/Energy Efficient

EH-HP
Optional Accessories

ITEM AMS PT#

Ceiling Enclosures CE

Plumbing Accessories

Electrical Accessories

Epoxy Tops ET

Alarms ALARM

Base Cabinets BC

Blowers BL

Pre-Plumbing PREP

Pre-Wiring PREW

ITEM AMS PT#

Sash Stops SASHSTOP

Chain and Sprocket Drive CHNSPK

Stainless Steel Sash SS SASH

Stainless Steel Airfoil SS AF

Push Button Sash PUSH BUTTON

Combination Sash H&V

Lattice Assembly LATTICE

Auto Sash Return

Greenstone by Durcon

Part Number
Superstructure Worktop Hood Opening CFM

@ 28”*
CFM

@ 18”* SP
Blower
Model #

Shipping
WeightW H D W H D W H

EH-HP-48 48” 56” 33-1/4” 48” 1-1/4” 30” 38” 28” 469 313 .25 BL-HP-48 200

EH-HP-60 60” 56” 33-1/4” 60” 1-1/4” 30” 50” 28” 619 413 .34 BL-HP-60 225

EH-HP-72 72” 56” 33-1/4” 72” 1-1/4” 30” 62” 28” 769 513 .34 BL-HP-72 270

EH-HP-96 96” 56” 33-1/4” 96” 1-1/4” 30” 86” 28” 1069 713 .34 BL-HP-96 300

*Height of open sash; CFM calculated at 60 FPM

EH-HP-48 EH-HP-60

EH-HP-72 EH-HP-96
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